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FABARM OPERATORS INSTRUCTIONS 

OVER & UNDER SHOTGUNS (covers Max Lion, Silver Lion, Light Lion, Ultra Mag 
Lion, & Black Lion Competition Models, 12 & 20 GAUGE) 
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After the first shot the recoil throws a block of steel called the inertia block to 
the rear and resets it to the other barrel to allow the second shot with only 
one trigger. 

The selector is made to prevent it from being stuck in the middle and therefore 
firing both barrels. For guns with the double triggers, the front trigger fire the 
bottom barrel and the rear trigger fires che top barrel. Once fired, the firing pins 
rebound to keep them from protruding into the breech face as the gun is 
opened. 

On opening, the hammers are recocked, and the fired shells are extracted and 
ejected from the gun*. If the gun Is just being unloaded the ejectors don't 
automatically kick the shells out. If only one barrel is shot, only the ejector for 
that empty shell will eject.The unfired shell will remain In the gun on the 
extractor. (*only applies to shotguns with automatic ejectors) 

Handling the Shotgun in the Field 

A) If it becomes necessary to cross a fence, climb, cross a road etc, the shotgun 
can be rendered safe quite easily, 

B) Ensure the safety is in the “SAFE” position and point the shotgun In a safe 
direction. 

C) Push the top lever to the right, support the receiver with the shooting hand 
and with the other hand grasp the top of the barrels palm down at the front of 
the forend and push down. 

The breech will “break open" and pivot on a hinge pin exposing the chambers. 
The extractors will lift the shells slightly out of the chambers where they can be 
removed by hand (figure 15). 

Once the breech is open and the shells removed the gun is safe. Remember to 
keep the breech open until you are ready to reload to prevent any mistakes or 
confusion as to the condition of the gun. If the breech is open anyone can see 
that the gun is safe. 



(figure IS) 


Installation and removal of choke tubes 

A) The Over Under Series of shotguns come with a variety of choke tubes as 
standard accessories. Additional specialized chokes are available through your 
local dealer.There are five (5) standard chokes: Rill, improved modified, modified, 
improved cylinder, skeet (cylinder) 


Choke Tube Markings 


FULL (lead only) 
I.M. (lead only) 
HOD 
I.C. 

CYL SKEET 


2 notches 

3 notches 

4 notches 
0 notches 


B) Each choke is marked with small notches in the front edge of the choke, or 
with the letters CYL on the side of the choice with a corresponding number of 
notches to the number of stars shown above. 



(figure 16) Choke wrench being used to remove a choke tube 

Care should be taken to ensure die keys on the wrench engage in the six iarge 
notches in che choke. Hold the gun tightly and unscrew the choke in a counter 
clockwise direction until it can be removed from the barrel, 

To install a choke tube, insert the choke into the barrel, and screw it in 
clockwise until tight (figure 17). Make certain it is tight using the choice wrench. 



(figure 17) Choke being installed in barrel 


Unloading the Shotgun 

A) Put the safety in the “safe" position and point che shotgun in a safe direction. 

B) Push the top lever to the right, support the receiver with the shooting hand 
and with the other hand»grasp the top of the barrels paim down at the front of 
the forend arfd push down. 

The breech will “break open” and pivot on a hinge pin exposing the chambers. 
The extractors will lift che shells slightly out of the chambers where they can be 
removed by hand. 

Once the breech is open and the shells removed the gun is safe. Remember to 
keep the breech open until you are ready to reload to prevent any mistakes or 
confusion as to the condition of the gun. If the breech is open anyone can see 
that the gun is safe. 



(figure 18) Shell being pulled from the chamber 


C) To remove the choke tube from the barrels, insert the choke wrench 
supplied in your gun case into the muzzle end of the barrel. 
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Disassembly Instructions 

A) Hake certain the shotgun is on safe and the action open with shells removed 
from both barrels. Don’t skip over this step as this is determines that the gun is 
in a safe condition. 


• For the stock and forend on the shotgun - Boiled linseed oil, place a small 
amount on your hand and rub the stock vigorously from time to time.You 
should feel the heat from friction on your hand. Once finished rubbing no 
oil should be standing on the stock. If it is, you used too much, or you 
didn’t rub long enough. Wipe off any excess with a soft lint free doth. 




With the shotgun disassembled as in the previous section attention should be 
paid to each group of die gun. 

Barrel Set 

Wet a patch with Bore cleaning solvent and wet the inside of each bore by 
pushing the wet patch through from the chamber end of the barrel. Let this 
soak while you attend to the receiver. 

A) Change die patch holder for a brush and brush the bore from the chamber 
end fuSI strokes from one end to the other without changing direction while the 
brush is still in the barrel (figure 21). Brush S to 10 full cycles (I cycle = one 
stroke in and one stroke out). Clean the bore brush in genera! purpose solvent 


(figure 21) 


B) Change back to the patch holder and run patches through the bore from the 
rear until the patch emerges from the barrel clean.Wet a new patch with a 
lubricant/ preservative and LIGHTLY coat the bore. (The bore is chrome lined 
. and impervious to normal corrosion, but if left unprotected some acids found in 
shell residue could lead to corrosion in the future.) 


Carefully wipe the outside of die barrels to remove any moisture, dirt, 
or other residue from the bluing.The outside of the barrel MUST be 
by a good quality preservative to protect the finish. Rust can and will 
if this step is neglected and this is NOT covered by the Warranty. Bluing 
a rust preventative coating. Bluing iS a form of controiled rusting for 
purposes and provides very little if any protection against red rust. 

prints are especially prone to rust as the acids in the oils of the skin are 
wipe fingerprints off the metal portions of a firearm to 
fust (figure 22), Specially treated cloths are available to perform this 
step as you wipe the gun. 


(figure 20) 


Care and Cleaning 


Care and cleaning may possibly be the most important section in 
extending the life of your shotgun. Many times enthusiasts enjoy the 
hunt or competition and once it is over forget about the gun until 
shoot again. 


Often times to find the gun has fallen prey to the effects of the 
chemical reactions of the burnt powder residue inside the gun. 
simple steps to help you keep your shotgun in top operating fonri 
enjoyable shooting. 


Here are some recommended cleaning items you will need and 

• Rags for wiping - may be doth or paper, but not 
as they are not absorbent. 

■ Cleaning patches - for the bore of the barrel 

• Bore cleaning brushes - phosphor bronze, brass, nylon are 
steei only as a “Tornado” style brush 

• Cleaning rod 

■ Cleaning solvent, general purpose - many good ones on 
new ones are biodegradable and nonhazardous. Check 
shop on the availability of these cleaners. NEVER USE 
extremely hazardous! 

• Bore cleaning solvents - again, many good ones on the 
solvents ability to remove lead and copper from a 
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NOTE: All part numbers ordered from Heckier & Koch, inc. have a "00” suffix. 
For instance, part number V49 in the chart below would be part numberV4900 
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